






OUTWARD-OPENING PASS DOORS
PASS DOOR INFILLS AND GLAZING SURFACE FINISHES 

Noblesse (smooth) Woodgrain

Satin grey 
(composite shade) 

Satin black
(composite shade) 

Satin white,
similar to RAL 9016 

Satin brown,
similar to RAL 8014 

Satin dark grey, 
similar to RAL 7016 

SATIN SURFACE FINISHES 

Horizontal rib (only in Woodgrain) Standard window option 

Large rib Cross bar window option 

Flush Light strip window option 

Raised panel look (only in Woodgrain) Rhombus window option 

Dark oak (smooth) 

Winchester (smooth) 

Golden oak (smooth) 

Mahogany (smooth) 

WOOD DECORS 

Satin window grey, 
similar to RAL 7040 

Night oak (smooth) 

Pass doors are available for exclusive garage doors in the patterns shown on the left. Glazing 
variants for all garage door patterns: Standard, cross bar, light or rhombus windows. Illustrations 
show garage door leaf size 2,500 x 2,125 mm. Other garage door sizes can deviate from the 
illustration shown. 

Can`t find the colour you want? The door is avai- 
lable in an RAL-colour of your choice for a modest 
surcharge. 

NEW
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ISO 20

•  For private garages up to 3 m in width 

•  Smooth running and stable, with double-skinned, 
galvanized steel sections 

•  High degree of safety with anti-pinch feature inside 
and out (as per EN 12604) as well as interference-
protected multiple safety tension spring assemblies 

•  Good heat insulation with 20 mm rigid PUR foam core 
(heat insulation value K = 1.0 W/m2K) 

GARAGE DOOR FACTS 

INSULATION THICKNESS 

•  Inside door leaf: Polyester based primer, grey white, 
similar to RAL 9002 

•  Outside door leaf (standard): Traffic white, similar to 
RAL 9016 (prime coated) 

•  Outside door leaf: Super-Color/ preferred colour at 
additional cost (top coated) 

Our iso 20 sectional garage doors with vertical tension 
spring system are fitted with multiple safety tension 
spring assemblies. 

20 mm

iso 20 is filled with a 20 mm rigid foam 
core, which provides good heat and sound 
insulation. 

 SECTIONAL GARAGE DOOR SYSTEMS 



ISO 20

SURFACE FINISHES STANDARD COLOUR SUPER-COLORS/ PREFERRED COLOURS 

Steel blue, 
similar to RAL 5011 

Moss green, 
similar to RAL 6005 

Fir green, 
similar to RAL 6009 

Light grey, 
similar to RAL 7035 

Window grey, 
similar to RAL 7040 

White aluminium, 
similar to RAL 9006 

Grey aluminium, 
similar to RAL 9007 

Anthracite grey, 
similar to RAL 7016 

Ochre brown, 
similar to RAL 8001 

Nut brown, 
similar to RAL 8011 

Sepia brown, 
similar to RAL 8014 

Woodgrain 
(horizontal rib 
and large rib 
only) 

Traffic white, 
similar to RAL 9016 

Noblesse 
(smooth) 
(flush only) 

DOOR PATTERNS SIDE DOORS 
(45 MM)

Illustration shows garage door leaf size 2,500 x 2,125 mm.
Other garage door sizes can deviate from the illustration shown. 

Variant 1:
Standard window 

WINDOWS DOOR HANDLES 

Dimensions: Inside: approx. 392 x 192 mm 
  Outside: approx. 460 x 260 mm 
Window thickness: 
•  Large rib pattern: 16 mm double acrylic 

glazing, transparent or crystal 

Variant 2:
Elegant rhombus pattern 

Variant 3:
Classic cross bar window Large rib 

Flush 

Horizontal rib 

Plastic handle, black 
(optional) 

You can find additional 
handles on page 25. 
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ISO 45

•  Ideal for private garage sizes ranging from 2,250 to 
5,500 mm

•   Widest range of models and equipment:
- Individual design garage door
-  With side door or integrated pass door of the same 

design 

•  Smooth running, superbly durable and stable thanks to 
a sturdy design that is extremely distortion-resistant

•  Spring technology either with a vertical tension spring 
system or with stable torsion spring shafts

•  Perfect functional reliability and easy operation with 
torsion spring with spring break safety feature on
both sides 

GARAGE DOOR FACTS 
•  Maximum personal safety with anti-pinch feature inside 

and out (as per EN 12604) 

•  Maximum heat insulation with 45 mm rigid PUR foam 
core (heat insulation value K = 0.5 W/m²K)

•  Inside door leaf: Polyester based primer, grey white, 
similar to RAL 9002

•  Outside door leaf (standard): Traffic white, similar to 
RAL 9016 (prime coated)

•  Outside door leaf: Super-Color or RAL of your choice at 
additional cost (top coated)

INSULATION THICKNESS

Our iso 45 sectional garage doors are available either with 
a vertical tension spring system or with stable torsion 
spring shafts with a maintenance-free spring fracture 
safety device that is tested to EN 12604.

45 mm

iso 45 is filled with a 45 mm rigid foam core, 
which provides maximum heat insulation and 
top soundproofing values.

 SECTIONAL GARAGE DOOR SYSTEMS 



ISO 45

Illustrations show garage door leaf size 2,500 x 2,125 mm. Other garage door sizes can deviate
from the illustration shown.* Only available in satin finishes: Satin white (similar to RAL 9016),
Satin window grey (similar to RAL 7040), Satin grey (composite shade), Satin dark grey (similar to
RAL 7016) and Satin black (composite shade).

Large rib

Flush

Microline (flush)*

Raised panel

Horizontal rib

DOOR PATTERNS

Note: The aluminium profi les of side-hinged doors, 
side doors and pass-door frame profi les with wood 
decors and satin fi nishes are fi nished in a suitably 
toning shade.

PASS DOORSSINGLE LEAF
SIDE DOORS

Horizontal rib

Large rib

Flush

Microline (flush)*

Raised panel

Horizontal rib

Large rib

Flush

Raised panel
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SURFACE FINISHES, COLOURS AND DOOR PATTERNS

SUPER-COLORS/ PREFERRED COLOURS

WOOD DECORS

SATIN SURFACE FINISHES

MICROLINE (FLUSH)*

RAL-COLOURS 

Steel blue, 
similar to RAL 5011

Golden oak

Moss green, 
similar to RAL 6005

Dark oak

Fir green, 
similar to RAL 6009

Mahogany

Light grey,
similar to RAL 7035

Winchester

Window grey, 
similar to RAL 7040

White aluminium, 
similar to RAL 9006

Grey aluminium, 
similar to RAL 9007

Anthracite grey,
similar to RAL 7016

Night oak

Satin brown,
similar to RAL 8014

Ochre brown, 
similar to RAL 8001

Nut brown,
similar to RAL 8011

Sepia brown,
similar to RAL 8014

Satin white,
similar to RAL 9016

Extremely weather resistant and 
dent reversible top coating, only 
for iso 45 garage doors.

The popular and expressive industrial 
door profiled finish is now also available 
for private homes

SURFACE FINISHES STANDARD COLOUR

Woodgrain
The robust 
classic design 
with a subtly 
grained wood 
texture.

Traffic white,
similar to RAL 9016

Noblesse 
(smooth)
The elegant 
smooth surface 
which simply 
repels dust and 
moisture.

Can‘t find the colour you want?
The door is available in an RAL-colour of your choice for a 
modest surcharge.

Satin window grey, 
similar to RAL 7040

Satin window grey, 
similar to RAL 7040

Satin grey
(composite shade)

Satin grey
(composite shade)

Satin dark grey, 
similar to RAL 7016

Satin dark grey, 
similar to RAL 7016

*  Only available in satin fi nishes: Satin white (similar to RAL 9016), Satin window grey (similar to RAL 7040), Satin grey (composite shade), Satin dark grey 
(similar to RAL 7016) and Satin black (composite shade).

Satin white,
similar to RAL 9016

Satin black,
(composite shade)

NEW

ISO 45

 SECTIONAL GARAGE DOOR SYSTEMS MOST OF 
OUR SURFACES

ARE TOP
COATED



Knob-lever set for
profile cylinders

Stainless steel
handle sets

STAINLESS STEEL HANDLE SETS

Handle set for 
profile cylinders 
(lever handle on the 
outside)

Pane thickness 16 mm Polycarbonate cross 
bar double plate

Acrylic double 
glazing

Acrylic glass with 
crystal structure

The light strip is also available in expanded grating format with PVC coating. 
Note: Wood decor and satin surface fi nishes are combined with windows in a suitably toning shade.

LIGHT STRIP

WINDOWS

Dimensions: Inside: approx. 392 x 192 mm 
  Outside: approx. 460 x 260 mm
Window thicknesses:
•   Horizontal rib, large rib and fl ush: 25 mm acrylic double glazing, transparent or crystal. Sunrise pattern: 20 mm acrylic double 

glazing
• Raised panel pattern: 20 mm double acrylic glazing, transparent or crystal

Standard window Rhombus patternCross bar pattern Sunrise pattern

Window with stainless steel 
frame
Dimensions: 
Inside: approx. 235 x 235 mm 
Outside: approx. 320 x 320 mm

* Only for large rib and fl ush garage door patterns.

For single-leaf side doors
Dimensions: 
Width: approx. 720 - 1,380 mm 
Height: approx. 275 - 575 mm

Porthole with stainless steel 
frame, 10 mm acrylic double
glazing* 
Dimensions:
Inside: approx. ø 290 mm 
Outside: approx. ø 350 mm

WINDOW CUTOUTS FANLIGHT

Matching door handles are available in all eleven Super-Colors and numerous RAL shades.

Aluminium
silver colour anodized

Door handle, plastic 
coated, in Super-Color 
or RAL-colour

DOOR HANDLES

Aluminium, plastic 
coated, Traffic white

Stainless steel

ISO 45
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ISO 70

• Ideal for private garages from 2,250 to 5,500 mm wide

• Huge range of models and equipment:

 - As a design door on its own

 - With a side door in the same design

• Smooth running, superbly durable and stable thanks to  
 a sturdy design that is extremely distortion resistant

• Spring technology either with a vertical tension spring  
 system or with stable torsion springs

• Perfect functional reliability and easy operation with  
 torsion spring with a spring fracture safety device on  
 both sides

GARAGE DOOR FACTS

INSULATION THICKNESS

• Maximum personal safety with anti-pinch protection  
 inside and out (as per EN 12604)

• Particularly good heat insulation with 67 mm rigid PUR
 foam core (heat insulation value K = 0.34 W/m2K)

• Inside door leaf: Polyester based primer, Traffic white,  
 similar to RAL 9016

• Outside door leaf (standard): Traffic white, similar to  
 RAL 9016 (base coated)

• Outside door leaf: Super-Color colours, RAL of your  
 choice, satin finishes or wood decors for an additional  
 charge (top coated)

Our iso 70 sectional garage doors are available either with 
a vertical extension spring system or with stable torsion 
springs with a maintenance-free spring fracture safety de-
vice tested to EN 12604.

70 mm

iso 70 is filled with a 67-mm rigid foam core, 
which provides particularly high heat insula-
tion and excellent soundproofing.

 SECTIONAL GARAGE DOOR SYSTEMS NEW
PREMIUM PLUS 

SECTIONAL
GARAGE DOORS



ISO 70
DOOR PATTERNS, FINISHES AND COLOURS

FOR SINGLE GARAGES 

Large rib Flush 

SUPER-COLORS/ PREFERRED COLOURS

WOOD DECORS

SATIN SURFACE FINISHES

RAL-COLOURS 

Steel blue, 
similar to RAL 5011

Golden oak

Moss green, 
similar to RAL 6005

Dark oak

Fir green, 
similar to RAL 6009

Mahogany

Light grey,
similar to RAL 7035

Winchester

Window grey, 
similar to RAL 7040

White aluminium, 
similar to RAL 9006

Grey aluminium, 
similar to RAL 9007

Anthracite grey, 
similar to RAL 7016

Night oak

Satin brown, 
similar to RAL 8014

Ochre brown, 
similar to RAL 8001

Nut brown,
similar to RAL 8011

Sepia brown,
similar to RAL 8014

Satin white,
similar to RAL 9016

Extremely weather resistant and 
dent reversible top coating, only 
for iso 45 garage doors.

SURFACE FINISH STANDARD COLOUR

Traffic white,
similar to RAL 9016

Noblesse (smooth)
The elegant smooth surface which 
simply repels dust and moisture.

Can‘t find the colour you want? The door is available in an 
RAL-colour of your choice for a modest surcharge.

Satin window grey, 
similar to RAL 7040

Satin grey 
(composite shade)

Satin dark grey, 
similar to RAL 7016

Satin black,  
(composite shade)

NEW

MOST OF 
OUR SURFACES ARE 

TOP COATED
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Variant 1: 
Standard window 

WINDOWS

DOOR HANDLES 

Dimensions: Inside: approx. 392 x 192 mm 
  Outside: approx. 460 x 260 mm 
Window thickness: 
• Large rib pattern: 16 mm double acrylic glazing, transparent or crystal 

Variant 2: 
Elegant rhombus pattern 

Variant 3: 
Classic cross bar window 

Plastic handle, black 
(optional) 

Square window painted in 
RAL 9006
Dimensions: 
Inside: approx. 235 x 235 mm 
Outside: approx. 320 x 320 mm

Porthole with stainless steel 
frame, 10 mm acrylic double 
glazing*
Dimensions: 
Inside: approx. ø 290 mm 
Outside: approx. ø 350 mm

WINDOW CUTOUTS

ISO 70

* Only for large rib and fl ush garage door patterns.

 SECTIONAL GARAGE DOOR SYSTEMS 



Mini-Novotron 502 
remote control 2-channel, 
433 MHz, KeeLoq rolling code 

REMOTE CONTROL 

Mini-Novotron 504 
remote control 4-channel, 
433 MHz, KeeLoq rolling code 

All remote controls are compatible with our existing operators. 

Mini-Novotron 522 Design* 
remote control 2-channel, 
433 MHz, KeeLoq rolling code 

Mini-Novotron 524 Design* 
remote control 4-channel, 
433 MHz, KeeLoq rolling code 

Micro-Novotron 512 
remote control 2-channel, 
433 MHz, KeeLoq rolling code 

Micro-Novotron 512 Design 
remote control 2-channel, 
433 MHz, KeeLoq rolling code 

Mini-Novotron 523 Protect* 
remote control 3-channel, 
433 MHz, AES 128 Rolling code 
LED garage door status display, 
when combined with NovoPort®

operator 

Mini-Novotron 522 
remote control 2-channel, 
433 MHz, KeeLoq rolling code 

HS Wall bracket 
with sun visor clip for 
Mini-Novotron 502/ 504 and 
Micro-Novotron 512/ 512 Design 

Clip/ Silicone case/ Wall bracket 
Suitable for use as a clip (e.g. for 
fastening to the car visor), or as a 
case and wall bracket for 
Mini-Novotron 522 Design/ 
524 Design, Mini-Novotron 522/ 524 
and Mini-Novotron Protect 523 

Mini-Novotron 524 
remote control 4-channel, 
433 MHz, KeeLoq rolling code 

WILL I GET A REMOTE TOO, DEAR?
Be sure to get remote controls for other family members, too. 
After all, you don‘t just have one front door key, do you?

WILL I GET A REMOTE TOO, DEAR?
Be sure to get remote controls for other family members, too. 
After all, you don‘t just have one front door key, do you?

*These remote controls are equipped with AES 128 bit encryption to offer maximum security. 

You can find out about the full range of accessories at www.novoferm.com or by contacting your dealer.
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HOW CAN I MAXIMISE THE SAFETY AND CONVENIENCE OF MY 
GARAGE DOOR?
Decide whether you want to operate your door by push-button or smartphone, control 
the door lighting and benefi t from reliable security.

GARAGE DOOR?

the door lighting and benefi t from reliable security.

FINGERPRINT

Signal 601 fingerprint scanner 
Impulse triggered by memori-
zed fingerprint, can memorize 
up to 150 signals, protection 
type IP 65 

RADIO KEYPADS KEYPADS 

Signal 218 radio coded keypad 
10 codes, 433 MHz, KeeLoq 
rolling code with stainless steel 
cover, backlit, made of UV-
resistant material, available in a 
choice of black or white 

Signal 111 wall-mounted radio 
keypad 
2 channels, 433 MHz, KeeLoq 
rolling code for controlling 
2 operators or 1 operator and 
1 outside lighting, made of UV-
resistant material, available in a 
choice of black or white 

Signal 112 wall-mounted keypad
Start key, holiday switch, 
continuous light (On/ Off), 
24 V connection to the operator, 
made of UV-resistant material

Signal 213 coded keypad 
3 signals, metal keypad, 
230 V connection 

Signal 312
Flush-mounted, single switch 
pulse (1 garage door)

Signal 313
Flush-mounted, double switch 
pulse (2 garage doors)

KEY SWITCHES

Signal 412
Surface-mounted, single switch 
pulse (1 garage door)

Signal 413
Surface-mounted, double 
switch pulse (2 garage doors)

“Extra 315” emergency 
unlocking
• With safety profile half   
 cylinder
• Suitable for iso 20 and iso 45 
 sectional garage doors
• A separate version is 
 available for iso 70 sectional 
 garage doors

EMERGENCY RELEASE 

 SECTIONAL GARAGE DOOR SYSTEMS 



You can find out about the full range of accessories at www.novoferm.com or by contacting your dealer.

SMARTHOME COMPONENTS

Delta Dore
TYDOM 1.0
• Suitable for: NovoPort®, 
 Novomatic 423, 563 S and 
 823 S

Homematic IP
Access Point
• Suitable for: NovoPort®, 
 Novomatic 423, 563 S and
 823 S

Novoferm plug-in module to 
control a further operator via 
the smart-home partner app of 
your choice
• Suitable for: NovoPort®, 
 Novomatic 423, 563 S and 
 823 S

innogy/ Livisi
SmartHome Central Unit
• Suitable for: NovoPort®, 
 Novomatic 423, 563 S and 
 823 S

LED LIGHTING KIT

LED lighting kit
• Anodized aluminium
• Available lengths: 3 m, 4 m and 5 m - can be shortened!
• Door and light can be controlled with a remote.
• Lighting control either linked to door movements or not.

OPTO SENSORS

“Extra 628” reflection light opto 
sensor
• 24-240 V AC, 12-240 V DC, 
 IP 54
• Range 5 m
• Can only be used as a pul 
 generator

“Extra 625” opto sensor
• 24 V DC, IP 54
• Range 8 m
• Suitable for: All operator 
 models

“Easy” opto sensor
• 10-30 V
• Range 7 m
• Suitable for: Novoferm 
 sectional doors with operator

NEW

NEW
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Required installation dimensions 

NOVOFERM E® SECTIONAL GARAGE DOOR 

INSTALLATION DIMENSIONS FOR SECTIONAL GARAGE DOORS 

All dimensions in mm.

B
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BRBmin. 80 min. 80
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EBT/EBTN
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OFF

Assembly on finished floor
Space needed for assembly at floor level

150
180

BRB = Coordinating width (order size)
BRH = Coordinating height (order size)
DH = Ceiling height (minimum dimension)
GIB = Interior garage width (minimum dimension)
EBT = Installation depth of the door
EBTN = Installation depth of garage door with Novomatic operators
RAMB = Outer frame width
RAMH = Outer frame height
OFF = Upper-edge finished floor
LDH = Clear passage height

Please consult the „Coordinating widths and heights“ table for sizes,
or use the drawings to calculate them. 

If the structure does not have the required minimum dimensions, panels 
and profiles can be fitted to compensate. 

 SECTIONAL GARAGE DOOR SYSTEMS 



NOVOFERM E® SECTIONAL GARAGE DOOR 

Vertical section through garage door 

Horizontal section through garage door 

INSTALLATION DIMENSIONS FOR ISO 20 SECTIONAL DOORS 

All dimensions in mm.
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OFF

Clear passage height (LDH):

NovoPort®  

Bottom edge inside handle = BRH - 50 mmDeflection pulley

Installation depth: BRH + 620 mm (incl. NovoPort®)

Installation depth: Novomatic® operation

*

Distance between top edge 
of frame and bottom edge 
of ceiling
Manual and NovoPort®

operation: min. 5 mm
Novomatic® operation:
min. 20 mm

Manual operation:
LDH = BRH - 50 (with clips in the tracks),
LDH = BRH -100 (without clips)
With operator:
LDH = BRH

Coordinating width

Outside
44

12
0

Frame 76 Frame 76

AB = min. 80 AB = min. 80

Outer frame width

20

25

Garage inside width (min.) = BRB + 160
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NOVOFERM E® SECTIONAL GARAGE DOOR 

Vertical section of rear-mounted
torsion spring (HL) 

Horizontal section through garage door
with vertical tension spring assembly 

Horizontal section through garage door
with torsion spring 

Vertical section of front-mounted
torsion spring (VL) 

Vertical section of tension spring assembly 

INSTALLATION DIMENSIONS FOR ISO 45 SECTIONAL DOORS 

All dimensions in mm.
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Installation depth: BRH + 620 mm (incl. NovoPort®)
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Installation depth: Novomatic® operation: see PL page “door operators”

NovoPort®
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mDeflection pulley Bottom edge inside handle = BRH -50 mm

Clear passage height (LDH):

*

Distance between top edge
of frame and bottom edge
of ceiling
Manual and NovoPort®

operation: min. 5 mm
Novomatic® operation:
min. 20 mm

Manual operation:
LDH = BRH - 50 (with clips in the tracks),
LDH = BRH -100 (without clips)
With operator:
LDH = BRH

*
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Installation depth: BRH + 620 mm (incl. NovoPort®)

Installation depth: Novomatic®: see PL page “door operators”

Torsion spring with
cable drum

Bottom edge inside handle = BRH - 50 mm

NovoPort®  

Distance between top
edge of frame and
bottom edge of ceiling 
min. 5 mm

Clear passage height (LDH):

*

*
Manual operation:
LDH = BRH - 50 (with clips in the tracks),
LDH = BRH -100 (without clips)
With operator:
LDH = BRH

The following applies when using a
reinforcement profile and for garage
doors with pass doors: LDH = BRH - 80
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Torsion spring with cable drum
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NovoPort®

Bottom edge inside handle = BRH - 50 mm

Installation depth: BRH + 750 mm (incl. NovoPort®)

Installation depth: Novomatic®: see PL page “door operators”

Clear passage height (LDH):

*

*

Distance between top 
edge of frame and 
bottom edge of ceiling
Manual and NovoPort®

operation:
min. 5 mm
Novomatic® operation:
min. 20 mm

Manual operation:
LDH = BRH - 50 (with clips in the tracks),
LDH = BRH -100 (without clips)
With operator:
LDH = BRH

The following applies when using a
reinforcement profile and for garage
doors with pass doors: LDH = BRH - 80

(Angular frame) (Reinforced angular frame)

Coordinating width 

45

AB = min. 80 AB = min. 80

Frame 76 Frame 76 min. 1455

12
0

Inside width of garage (min.)

Outer frame width

Coordinating width 

Frame 76 Frame 76

AB = min. 80 AB = min. 80

Outside

Outer frame width

Garage inside width (min.) = BRB + 160

25

12
0 45

4
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Vertical section of rear-mounted
torsion spring (HL)

Horizontal section through garage door
with vertical tension spring assembly

Horizontal section through garage door
with torsion spring

Vertical section of front-mounted
torsion spring (VL)

Vertical section of tension spring assembly

INSTALLATION DIMENSIONS FOR ISO 70 SECTIONAL DOORS

All dimensions in mm.

Frame 

90

14

80

76

BRB

4
AB = min. 

12
0

AB = min. 

min. 

GIB  Garage inside width (min.)

25

Coordinating width
Frame  76

RAMB  Width and height of frame

Outside

(Angular frame) (Reinforced angular frame)

Installation depth: Novomatic® operation: see PL page “door operators”EBTN

Installation depth: BRH + 620 mm (incl. NovoPort®)
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* Clear opening height (LDH)
Manual operation:
LDH = BRH - 75 (with clips in the tracks),
LDH = BRH - 125 (without clips)
With operator: LDH = BRH - 25

When using a strengthening profile:
LDH = BRH - 105

Bottom edge inside handle = BRH - 75 mm
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Bottom edge inside handle = BRH - 75 mm

* Clear passage height (LDH):
Manual operation:
LDH = BRH - 75 (with clips in the tracks),
LDH = BRH - 125 (without clips)
With operator: LDH = BRH - 25

When using a strengthening profile: 
LDH = BRH - 105
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BRH + 620

Installation depth: Novomatic® see PL page “door operators”EBTN

Installation depth: BRH + 750 mm (incl. NovoPort®)EBT

Installation depth: BRH + 620 mm (incl. NovoPort®)

Bottom edge inside handle = BRH - 75 mm ca
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NovoPort®

Deflection pulley

* Clear opening height (LDH)
Manual operation:
LDH = BRH - 75 (with clips in the tracks),
LDH = BRH - 125 (without clips)
With operator: LDH = BRH - 25

Installation depth: Novomatic® operation: see PL page “door operators”
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0

25

AB = min. 80 AB = min. 80

GIB Garage inside width (min.) = BRB + 160

Frame 76Frame 76

RAMB Width and height of frame

Outside

BRB

NOVOFERM E® SECTIONAL GARAGE DOOR 

NOVOFERM | 35



Horizontal section/ Installation behind the opening Horizontal section/ Installation in the opening

NOVOFERM E® SIDE DOORS

BLOCK FRAME (OPENS INWARDS OR OUTWARDS)

Vertical section/ Installation behind the opening Vertical section/ Installation in the opening

Side door design matched to iso 45

All dimensions in mm.

 SECTIONAL GARAGE DOOR SYSTEMS 



NOVOFERM E® SECTIONAL GARAGE DOOR

INSTALLATION DIMENSIONS FOR ISO 20 SECTIONAL DOORS 

Order size 
(BRM) 

Max. wall opening/
garage opening size 

Width and height 
of frame 
(RAM) 

Interior garage 
dimension 

(GIB)

Installation depth 
(EBT) 

Ceiling height 
(DH) 

Clear passage height
(LDH) 

Width x Height Width x Height Width x Height (min.) (min.) Manual operation 
(with clip) 

Operator 

2250 x 1875 2340 x 1965 2402 x 1985 2410 2495 1990 1825 1875
2250 x 2000 2340 x 2090 2402 x 2110 2410 2620 2115 1950 2000
2250 x 2125 2340 x 2215 2402 x 2235 2410 2745 2240 2075 2125
2375 x 1875 2465 x 1965 2527 x 1985 2535 2495 1990 1825 1875
2375 x 2000 2465 x 2090 2527 x 2110 2535 2620 2115 1950 2000
2375 x 2075 2465 x 2165 2527 x 2185 2535 2695 2190 2025 2075
2375 x 2125 2465 x 2215 2527 x 2235 2535 2745 2240 2075 2125
2375 x 2250 2465 x 2340 2527 x 2360 2535 2870 2365 2200 2250
2375 x 2375 2465 x 2465 2527 x 2485 2535 2995 2490 2325 2375
2500 x 1875 2590 x 1965 2652 x 1985 2660 2495 1990 1825 1875
2500 x 2000 2590 x 2090 2652 x 2110 2660 2620 2115 1950 2000
2500 x 2075 2590 x 2165 2652 x 2185 2660 2695 2190 2025 2075
2500 x 2125 2590 x 2215 2652 x 2235 2660 2745 2240 2075 2125
2500 x 2250 2590 x 2340 2652 x 2360 2660 2870 2365 2200 2250
2500 x 2375 2590 x 2465 2652 x 2485 2660 2995 2490 2325 2375
2500 x 2500 2590 x 2590 2652 x 2610 2660 3120 2615 2450 2500
2500 x 2750 2590 x 2840 2652 x 2860 2660 3370 2865 2700 2750
2625 x 2125 2715 x 2215 2777 x 2235 2785 2745 2240 2075 2125
2750 x 2000 2840 x 2090 2902 x 2110 2910 2620 2115 1950 2000
2750 x 2125 2840 x 2215 2902 x 2235 2910 2745 2240 2075 2125
3000 x 2000 3090 x 2090 3152 x 2110 3160 2620 2115 1950 2000
3000 x 2125 3090 x 2215 3152 x 2235 3160 2745 2240 2075 2125
3000 x 2250 3090 x 2340 3152 x 2360 3160 2870 2365 2200 2250
3000 x 2375 3090 x 2465 3152 x 2485 3160 2995 2490 2325 2375
3000 x 2500 3090 x 2590 3152 x 2610 3160 3120 2615 2450 2500

All dimensions in mm. NOVOFERM  |  37



Order size 
(= opt clear 

finished 
dimension) 

Coordinating 
sizes (BRM) 

Maximum 
clear finished 

dimension 

Width and 
height of 

frame 
(RAM) (ZF) 

Width and 
height of 

frame 
(RAM) (VL) 

Width and 
height of 

frame 
(RAM) (HL) 

Instal-
lation 
depth 
(EBT) 
(ZF) 

Instal-
lation 
depth 
(EBT) 
(VL) 

Instal-
lation 
depth 
(EBT) 
(HL)

Interior 
garage 
dimen-

sion 
(GIB) 

Ceiling 
height 
(DH) 
(ZF) 

Ceiling 
height 
(DH) 
(VL) 

Ceiling 
height 
(DH) 
(HL) 

Clear passage 
height 
(LDH) 

Width x Height Width x Height Width x Height Width x Height Width x Height Width min. min. min. Manual 
operation 

Opera- 
tor 

2250 x 1875 2340 x 1965 2402 x 1985 2402 x 2083 2402 x 1985 2495 2495 2625 2410 1990 2088 1990 1825 1875
2250 x 2000 2340 x 2090 2402 x 2110 2402 x 2208 2402 x 2110 2620 2620 2750 2410 2115 2213 2115 1950 2000
2250 x 2125 2340 x 2215 2402 x 2235 2402 x 2333 2402 x 2235 2745 2745 2875 2410 2240 2338 2240 2075 2125
2375 x 1875 2465 x 1965 2527 x 1985 2527 x 2083 2527 x 1985 2495 2495 2625 2535 1990 2088 1990 1825 1875
2375 x 2000 2465 x 2090 2527 x 2110 2527 x 2208 2527 x 2110 2620 2620 2750 2535 2115 2213 2115 1950 2000
2375 x 2125 2465 x 2215 2527 x 2235 2527 x 2333 2527 x 2235 2745 2745 2875 2535 2240 2338 2240 2075 2125
2375 x 2250 2465 x 2340 2527 x 2360 2527 x 2458 2527 x 2360 2870 2870 3000 2535 2365 2463 2365 2200 2250
2500 x 1875 2590 x 1965 2652 x 1985 2652 x 2083 2652 x 1985 2495 2495 2625 2660 1990 2088 1990 1825 1875
2500 x 2000 2590 x 2090 2652 x 2110 2652 x 2208 2652 x 2110 2620 2620 2750 2660 2115 2213 2115 1950 2000
2500 x 2125 2590 x 2215 2652 x 2235 2652 x 2333 2652 x 2235 2745 2745 2875 2660 2240 2338 2240 2075 2125
2500 x 2250 2590 x 2340 2652 x 2360 2652 x 2458 2652 x 2360 2870 2870 3000 2660 2365 2463 2365 2200 2250
2500 x 2375 2590 x 2465 2652 x 2485 2652 x 2583 2652 x 2485 2995 2995 3125 2660 2490 2588 2490 2325 2375
2500 x 2500 2590 x 2590 2652 x 2610 2652 x 2708 2652 x 2610 3120 3120 3250 2660 2615 2713 2615 2450 2500
2500 x 2750 2590 x 2840 2652 x 2860 2652 x 2958 2652 x 2860 3370 3370 3500 2660 2865 2963 2865 2700 2750
2625 x 2125 2715 x 2215 2777 x 2235 2777 x 2333 2777 x 2235 2745 2745 2875 2785 2240 2338 2240 2075 2125
2750 x 2000 2840 x 2090 2902 x 2110 2902 x 2208 2902 x 2110 2620 2620 2750 2910 2115 2213 2115 1950 2000
2750 x 2125 2840 x 2215 2902 x 2235 2902 x 2333 2902 x 2235 2745 2745 2875 2910 2240 2338 2240 2075 2125
2750 x 2750 2840 x 2840 2902 x 2860 2902 x 2958 2902 x 2860 3370 3370 3500 2910 2865 2963 2865 2700 2750
3000 x 2000 3090 x 2090 3152 x 2110 3152 x 2208 3152 x 2110 2620 2620 2750 3160 2115 2213 2115 1950 2000
3000 x 2125 3090 x 2215 3152 x 2235 3152 x 2333 3152 x 2235 2745 2745 2875 3160 2240 2338 2240 2075 2125
3000 x 2250 3090 x 2340 3152 x 2360 3152 x 2458 3152 x 2360 2870 2870 3000 3160 2365 2463 2365 2200 2250
3000 x 2375 3090 x 2465 3152 x 2485 3152 x 2583 3152 x 2485 2995 2995 3125 3160 2490 2588 2490 2325 2375
3000 x 2500 3090 x 2590 3152 x 2610 3152 x 2708 3152 x 2610 3120 3120 3250 3160 2615 2713 2615 2450 2500
3000 x 3000 3090 x 3090 3152 x 3208 3152 x 3110 3620 3750 3160 3213 3115 2950 3000
3250 x 2000 3340 x 2090 3402 x 2208 3402 x 2110 2620 2750 3410 2213 2115 1950 2000
3250 x 2125 3340 x 2215 3402 x 2333 3402 x 2235 2745 2875 3410 2338 2240 2075 2125
3250 x 2250 3340 x 2340 3402 x 2458 3402 x 2360 2870 3000 3410 2463 2365 2200 2250
3500 x 2000 3590 x 2090 3652 x 2208 3652 x 2110 2620 2750 3660 2213 2115 1950 2000
3500 x 2125 3590 x 2215 3652 x 2333 3652 x 2235 2745 2875 3660 2338 2240 2075 2125
3500 x 2250 3590 x 2340 3652 x 2458 3652 x 2360 2870 3000 3660 2463 2365 2200 2250
3750 x 2000 3840 x 2090 3902 x 2208 3902 x 2110 2620 2750 3910 2213 2115 1950 2000
3750 x 2125 3840 x 2215 3902 x 2333 3902 x 2235 2745 2875 3910 2338 2240 2075 2125
3750 x 2250 3840 x 2340 3902 x 2458 3902 x 2360 2870 3000 3910 2463 2365 2200 2250
4000 x 2000 4090 x 2090 4152 x 2208 4152 x 2110 2620 2750 4160 2213 2115 1950 2000
4000 x 2125 4090 x 2215 4152 x 2333 4152 x 2235 2745 2875 4160 2338 2240 2075 2125
4000 x 2250 4090 x 2340 4152 x 2458 4152 x 2360 2870 3000 4160 2463 2365 2200 2250
4250 x 2000 4340 x 2090 4402 x 2208 4402 x 2110 2620 2750 4410 2213 2115 1950 2000
4250 x 2125 4340 x 2215 4402 x 2333 4402 x 2235 2745 2875 4410 2338 2240 2075 2125
4250 x 2250 4340 x 2340 4402 x 2458 4402 x 2360 2870 3000 4410 2463 2365 2200 2250
4500 x 2000 4590 x 2090 4652 x 2208 4652 x 2110 2620 2750 4660 2213 2115 1950 2000
4500 x 2125 4590 x 2215 4652 x 2333 4652 x 2235 2745 2875 4660 2338 2240 2075 2125
4500 x 2250 4590 x 2340 4652 x 2458 4652 x 2360 2870 3000 4660 2463 2365 2200 2250
4750 x 2000 4840 x 2090 4902 x 2208 4902 x 2110 2620 2750 4910 2213 2115 1950 2000
4750 x 2125 4840 x 2215 4902 x 2333 4902 x 2235 2745 2875 4910 2338 2240 2075 2125
4750 x 2250 4840 x 2340 4902 x 2458 4902 x 2360 2870 3000 4910 2463 2365 2200 2250
5000 x 2000 5090 x 2090 5152 x 2208 5152 x 2110 2620 2750 5160 2213 2115 1950 2000
5000 x 2125 5090 x 2215 5152 x 2333 5152 x 2235 2745 2875 5160 2338 2240 2075 2125
5000 x 2250 5090 x 2340 5152 x 2458 5152 x 2360 2870 3000 5160 2463 2365 2200 2250
5500 x 2000 5590 x 2090 5652 x 2208 5652 x 2110 2620 2750 5660 2213 2115 1950 2000
5500 x 2125 5590 x 2215 5652 x 2333 5652 x 2235 2745 2875 5660 2338 2240 2075 2125
5500 x 2250 5590 x 2340 5652 x 2458 5652 x 2360 2870 3000 5660 2463 2365 2200 2250

NOVOFERM E® SECTIONAL GARAGE DOOR

INSTALLATION DIMENSIONS FOR ISO 45 SECTIONAL DOORS 

All dimensions in mm.
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Order size 
(= opt clear 

finished 
dimension) 

Coordinating 
sizes (BRM) 

Maximum 
clear finished 

dimension

Width and 
height of 

frame 
(RAM) (ZF)

Width and 
height of 

frame 
(RAM) (VL)

Width and 
height of 

frame 
(RAM) (HL)

Interior 
garage 
dimen-

sion 
(GIB)

Instal-
lation 
depth 
(EBT) 
(ZF)

Instal-
lation 
depth 
(EBT) 
(VL)

Instal-
lation 
depth 
(EBT) 
(HL)

Ceiling 
height 
(DH) 
(ZF)

Ceiling 
height 
(DH) 
(VL)

Ceiling 
height 
(DH) 
(HL)

Clear opening 
height 
(LDH)

Width x Height Width x Height Width x Height Width x Height Width x Height Width Width min. min. min. Manual 
operation

Opera- 
tor 

2250 x 1875 2340 x 1965 2402 x 1985 2402 x 2120 2402 x 1985 2410 2495 2495 2625 1990 2125 1990 1800 1850
2250 x 2000 2340 x 2090 2402 x 2110 2402 x 2245 2402 x 2110 2410 2620 2620 2750 2115 2250 2115 1925 1975
2250 x 2125 2340 x 2215 2402 x 2235 2402 x 2370 2402 x 2235 2410 2745 2745 2875 2240 2375 2240 2050 2100
2375 x 1875 2465 x 1965 2527 x 1985 2527 x 2120 2527 x 1985 2535 2495 2495 2625 1990 2125 1990 1800 1850
2375 x 2000 2465 x 2090 2527 x 2110 2527 x 2245 2527 x 2110 2535 2620 2620 2750 2115 2250 2115 1925 1975
2375 x 2075 2465 x 2165 2527 x 2185 2527 x 2320 2527 x 2185 2535 2695 2695 2825 2190 2325 2190 2000 2050
2375 x 2125 2465 x 2215 2527 x 2235 2527 x 2370 2527 x 2235 2535 2745 2745 2875 2240 2375 2240 2050 2100
2375 x 2250 2465 x 2340 2527 x 2360 2527 x 2495 2527 x 2360 2535 2870 2870 3000 2365 2500 2365 2175 2225
2500 x 1875 2590 x 1965 2652 x 1985 2652 x 2120 2652 x 1985 2660 2495 2495 2625 1990 2125 1990 1800 1850
2500 x 2000 2590 x 2090 2652 x 2110 2652 x 2245 2652 x 2110 2660 2620 2620 2750 2115 2250 2115 1925 1975
2500 x 2075 2590 x 2165 2652 x 2185 2652 x 2320 2652 x 2185 2660 2695 2695 2825 2190 2325 2190 2000 2050
2500 x 2125 2590 x 2215 2652 x 2235 2652 x 2370 2652 x 2235 2660 2745 2745 2875 2240 2375 2240 2050 2100
2500 x 2250 2590 x 2340 2652 x 2360 2652 x 2495 2652 x 2360 2660 2870 2870 3000 2365 2500 2365 2175 2225
2500 x 2375 2590 x 2465 2652 x 2485 2652 x 2620 2652 x 2485 2660 2995 2995 3125 2490 2625 2490 2300 2350
2500 x 2500 2590 x 2590 2652 x 2610 2652 x 2745 2652 x 2610 2660 3120 3120 3250 2615 2750 2615 2425 2475
2500 x 2750 2590 x 2840 2652 x 2860 2652 x 2995 2652 x 2860 2660 3370 3370 3500 2865 3000 2865 2675 2725
2625 x 2125 2715 x 2215 2777 x 2235 2777 x 2370 2777 x 2235 2785 2745 2745 2875 2240 2375 2240 2050 2100
2750 x 2000 2840 x 2090 2902 x 2110 2902 x 2245 2902 x 2110 2910 2620 2620 2750 2115 2250 2115 1925 1975
2750 x 2125 2840 x 2215 2902 x 2235 2902 x 2370 2902 x 2235 2910 2745 2745 2875 2240 2375 2240 2050 2100
2750 x 2250 2840 x 2340 2902 x 2360 2902 x 2495 2902 x 2360 2910 2870 2870 3000 2365 2500 2365 2175 2225
2750 x 2750 2840 x 2840 2902 x 2860 2902 x 2995 2902 x 2860 2910 3370 3370 3500 2865 3000 2865 2675 2725
3000 x 2000 3090 x 2090 3152 x 2110 3152 x 2245 3152 x 2110 3160 2620 2620 2750 2115 2250 2115 1925 1975
3000 x 2125 3090 x 2215 3152 x 2235 3152 x 2370 3152 x 2235 3160 2745 2745 2875 2240 2375 2240 2050 2100
3000 x 2250 3090 x 2340 3152 x 2360 3152 x 2495 3152 x 2360 3160 2870 2870 3000 2365 2500 2365 2175 2225
3000 x 2375 3090 x 2465 3152 x 2485 3152 x 2620 3152 x 2485 3160 2995 2995 3125 2490 2625 2490 2300 2350
3000 x 2500 3090 x 2590 3152 x 2610 3152 x 2745 3152 x 2610 3160 3120 3120 3250 2615 2750 2615 2425 2475
3000 x 3000 3090 x 3090 3152 x 3245 3152 x 3110 3620 3750 3250 3115 2925 2975
3250 x 2000 3340 x 2090 3402 x 2245 3402 x 2110 2620 2750 2250 2115 1925 1975
3250 x 2125 3340 x 2215 3402 x 2370 3402 x 2235 2745 2875 2375 2240 2050 2100
3250 x 2250 3340 x 2340 3402 x 2495 3402 x 2360 2870 3000 2500 2365 2175 2225
3500 x 2000 3590 x 2090 3652 x 2245 3652 x 2110 2620 2750 2250 2115 1925 1975
3500 x 2125 3590 x 2215 3652 x 2370 3652 x 2235 2745 2875 2375 2240 2050 2100
3500 x 2250 3590 x 2340 3652 x 2495 3652 x 2360 2870 3000 2500 2365 2175 2225
3750 x 2000 3840 x 2090 3902 x 2245 3902 x 2110 2620 2750 2250 2115 1925 1975
3750 x 2125 3840 x 2215 3902 x 2370 3902 x 2235 2745 2875 2375 2240 2050 2100
3750 x 2250 3840 x 2340 3902 x 2495 3902 x 2360 2870 3000 2500 2365 2175 2225
4000 x 2000 4090 x 2090 4152 x 2245 4152 x 2110 2620 2750 2250 2115 1925 1975
4000 x 2125 4090 x 2215 4152 x 2370 4152 x 2235 2745 2875 2375 2240 2050 2100
4000 x 2250 4090 x 2340 4152 x 2495 4152 x 2360 2870 3000 2500 2365 2175 2225
4250 x 2000 4340 x 2090 4402 x 2245 4402 x 2110 2620 2750 2250 2115 1925 1975
4250 x 2125 4340 x 2215 4402 x 2370 4402 x 2235 2745 2875 2375 2240 2050 2100
4250 x 2250 4340 x 2340 4402 x 2495 4402 x 2360 2870 3000 2500 2365 2175 2225
4500 x 2000 4590 x 2090 4652 x 2245 4652 x 2110 2620 2750 2250 2115 1925 1975
4500 x 2125 4590 x 2215 4652 x 2370 4652 x 2235 2745 2875 2375 2240 2050 2100
4500 x 2250 4590 x 2340 4652 x 2495 4652 x 2360 2870 3000 2500 2365 2175 2225
4750 x 2000 4840 x 2090 4902 x 2245 4902 x 2110 2620 2750 2250 2115 1925 1975
4750 x 2125 4840 x 2215 4902 x 2370 4902 x 2235 2745 2875 2375 2240 2050 2100
4750 x 2250 4840 x 2340 4902 x 2495 4902 x 2360 2870 3000 2500 2365 2175 2225
5000 x 2000 5090 x 2090 5152 x 2245 5152 x 2110 2620 2750 2250 2115 1925 1975
5000 x 2125 5090 x 2215 5152 x 2370 5152 x 2235 2745 2875 2375 2240 2050 2100
5000 x 2250 5090 x 2340 5152 x 2495 5152 x 2360 2870 3000 2500 2365 2175 2225
5500 x 2000 5590 x 2090 5652 x 2245 5652 x 2110 2620 2750 2250 2115 1925 1975
5500 x 2125 5590 x 2215 5652 x 2370 5652 x 2235 2745 2875 2375 2240 2050 2100
5500 x 2250 5590 x 2340 5652 x 2495 5652 x 2360 2870 3000 2500 2365 2175 2225

NOVOFERM E® SECTIONAL GARAGE DOOR

INSTALLATION DIMENSIONS FOR ISO 70 SECTIONAL DOORS
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Novoferm GmbH
Schüttensteiner Straße 26

D-46419 Isselburg
Tel.: +49 (0) 28 50 9 10-700
Fax: +49 (0) 28 50 9 10-646 

E-Mail: sales novoferm.com
www.novoferm.com
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